PRODUCT INFORMATION
TopPilon-V
Column folding board with 5 writing surfaces.

Column pair of naturally-anodized extruded aluminium profiles. Steel counterbalance weights run freely, silently
and maintenance-free in the columns. Board surfaces move vertically in front of the columns. For maximum
column height see table.

Installation. Wall-mounting. A special installation kit is needed for lightweight walls.

Board surfaces. Vitreous enamelled board surfaces enclosed without screws in rounded aluminium profile with
safety corners. Chalk rail and sponge holder (optional) on the main surface (F3) and dirt collecting groove of
naturally-anodized aluminium with safety side caps on the 2 wings (F1, F2/F4, F5).

Accessories. Projection surface at the side or in the middle. A mounting kit Model 6798 is available for lightweight
walls.

The following material groups are available to choose from: Pylon made of aluminium: M(anodisé); Writing
surface made of steel: E2.

Further products on this page: PantoMove-LuPo, Quattro-Teach.
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TopPilon-V 06705: 06706 06707 06708 06700 06701 06702 06703
Surface 3 783%4:3938 ¢ 783/4-471a : 7834-598 : 981/2-47a | 783%4-3938 | 783%/4-471/a : 783/4-59/8 | 981/2:47/a
Wing 1,2,4,5 39383938 | 39%-471/a : 393598 : 49V/a-47a : 39%8-39%s : 393/8-47a : 39%8-59/s : 491/a-47a
Column h 77% 9812-15718
Wall spacing 8




